
PROPERTY CONDITION UNITS TESTGMETHOD VALUE

TotalGLightGTransmittance 3㎜ % ASTMGD1003 92

YellowGIndex 3㎜ % ASTMGD1925 0.4

HAZE 3㎜ % ASTMGD1003 0.5

RefractiveGIndex nd - ASTMGD542 1.49

FlowGIndex 230℃,G3.8㎏ g/10min ASTMGD1238 20.6

VICATGSofteningGPoint 1㎏ ℃ ASTMGD1525 98

HeatGDeflectionGTemperature
unannealed
18.5㎏/㎠

℃ ASTMGD648 78

CoefficientGofGLinearGExpansion - ㎜/㎜/℃ ASTMGD696 6X10-5

ImpactGStrength(IZOD) withGnotch ㎏.㎝/㎝ ASTMGGD256 1.5

RockwellGHardness MGscale MGscale ASTMGD785 86

TensileGStrength - ㎏/㎠ ASTMGD638 630

Elogation - % ASTMGD638 7

FlexuralGStrength - ㎏/㎠ ASTMGD790 1,290

FlexuralGModulus - ㎏/㎠ ASTMGD790 33,700

SpecificGGravity - g/㎤ ASTMGD792 1.18

MoldGshrinkage - % ASTMGD1003 0.2-0.6

WaterGAbsorption 24hr % ASTMGD570 0.3

Flammability - - UL94 HB
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REMARKSG:GTheGlistedGvaluesGshouldGbeGusedGforGreferentialGpurposedGonly


